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II. MEDZINARODNA KONFERENCIA O ETICS

Navrhovanie, zhotovovanie a udrzba ETICS
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Ochrana najzranitelnejsich Casti stavby pred vodou
Ing. Andrej ValcharCiak — Sto Slovensko, s.r.o.

Bratislava, 19 — 20. 11. 2025, hotel Park Inn by Radisson Danube
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Ochrana najzranitelnejsich casti stavby pred vodou sto

Stavat zodpovedne.

Zdroje vody vplyvajuce na stavbu:

- podzemna voda

- zemna vlhkost

- atmosféricka voda (dazd, sneh, vihkost v ovzdusi)
- prevadzkova voda

- ostrekova voda
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Ochrana najzranitelnejSich casti stavby pred vodou sto

Stavat zodpovedne.

PRESTUPUJUCI PRVOK CEZ FASADU ATIKA

PARAPET

N
SOKEL
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ATIKA sto

Stavat zodpovedne.
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ATIKA sto

Stavat zodpovedne.
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ATIKA sto

Stavat zodpovedne.

Spolahlivé rieSenie pomocou ukoncujucej listy a tesniacej pasky

Kontaktny zateplovaci systém
C. rev.2015-06-01

Strecha (vertikalny rez): napojenie na atiku s atikovym profilom Sto-HQ-SK
GEN-0335

. . . alt.prekryvanie vystuznej sietovin
oplechovanie = 5° (zabudovat na mieste prefoyvamery ! v

stavby)

Sto-Fugendichtband - komprimacna paska
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sto

Stavat zodpovedne.

Sto-Attikaprofil

Ukonc¢ujuca lista — Sto-Attikaprofil

04893-002 (rohovy kus, bild, 2x10 cm)

43,0

20.11.2025
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ATIKA

Stavat zodpovedne.

Tesniaca paska — Sto-Fugendichtband Lento
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Ochrana najzranitelnejSich casti stavby pred vodou sto

Stavat zodpovedne.

PRESTUPUJUCI PRVOK CEZ FASADU ATIKA

PARAPET

N
SOKEL
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PRESTUPUJUCI PRVOK CEZ FASADU sto

Stavat zodpovedne.

systém ETICS : External wall insulation system StoFoam Elast 600 :
Rev.-¢. 2020-01-01 Rev. no. 2021-12-01

vonkajsia stena/systémovy prechod (zvisly rez): napojenie na prestupujuci prvok Sto-HQ-SK External wall/system transition (vertical section): Connection to a ventilation pipe using Sto-HQ-EN
GEN-0260-01 StoFoam Elast 600 GEN-FE-0261

kontrukcia steny wall construction
lepidlo adhesive
tepelnoizolaina doska insulation board
vystuZend armovacia stierka reinforced base coat

Naniest wrchnd omietku a prip. nter. Apply a finishing render and, if necessary, a paint coat.

Fully insulate the cavity.

Sto-Fugendichtband - komprimaini piska

StoFoam Elast 600

deliaci rezideliaci pas separating cut / isolating strip

Vetracia alebo odvetrévatia tribka ventilation pipe
" . installation in accordance with the manufacturer's
2zbudovanie podz tdajov vjrabcy
specifications

hydroizolicia (dodvka stavoy)

(already availabls i
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PRESTUPUJUCI PRVOK CEZ FASADU sto

Tesnenie pomocou tesniacej pasky Sto-Fugendichtband Lento

Stavat zodpovedne.

systém ETICS i :
Rev-¢. 2020-01-01

vonkajsia stena/systémovy prechod (zvisly rez): napojenie na prestupujtci prvok Sto-HQ-SK

GEN-0260-01

kordtrukcia steny

lepidlo

tepelnoizolacns doska

wystuzens amovacia stiefka

Naniest rchnd amietku a prip. ndter.

—

\ L

\— oddelujuci rez

delaci rezdelaci ps

e ———

vetracia alebo odvetrévacia tribka

zabudovanie podis idajo vjrobc

hydroizolscia (dodavka stavby)
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PRESTUPUJUCI PRVOK CEZ FASADU sto

Tesnenie pomocou trvalo pruznej tesniacej peny StoFoam Elast 600

Stavat zodpovedne.

External wall insulation system StoFoam Elast 600 :

Rev. no. 2021-12-01
External wall/system transition (vertical section): Connection to a ventilatien pipe using Sto-HQ-EN
StoFoam Elast 600 GEN-FE-0261

wall construction

adhesve

Insulation board

reinforced base coat

Apply a finishing render and, if necessary, a paint coat.

Fully insulate the cavity.

StoFoam Elast 600
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separating cut/ solating strip °
ventilation pipe ° 1'
installation in accordance with the manufacturer's i i
spedfications H E i
“ FTHE
(already available .’-F"
h? =
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PRESTUPUJUCI PRVOK CEZ FASADU sto

Tesnenie otvorov po leSenarskych kotvach — Sto-Gerustankerverschluss /-CEP

Stavat zodpovedne.
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Ochrana najzranitelnejSich casti stavby pred vodou sto

Stavat zodpovedne.

PRESTUPUJUCI PRVOK CEZ FASADU ATIKA

PARAPET

N
SOKEL
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PARAPET sto

Stavat zodpovedne.

Il.Medzinarodna konferencia o ETICS 20.11.2025




PARAPET

sto

Tesnenie pomocou tesniacej pasky Sto-Fugendichtband Lento
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Kontaktny zateplovaci systém

Parapet (vertikdlny rez): napojenie parapetu

€. rev. 2015-06-01
Sto-HQ-SK

GEN-0505

Upozornenie: utesnenie a upevnenie
okna podla tdajov vyrabcu okien.

— Sto-Fensterbankband

Sto-Fugendichtband podla technického
listu

StoFentra Bordprofil Uni

StoFentra Fensterbankprofil

435 Upozornenie: vyrobak StoFentra Uni je
bez druhej drovne tesnenia odolny voci
hnanému dazdu az do 450 Pa.

,— StoFentra Bordprofil Uni

=
StoFentra Fensterbankprofil
e p

Driiaky parapetu StoFentra
Fensterbankhalter namontovat podla
pokynov pre spracovanie.

Sto-Fugendichtband podla technického

listu

Il.Medzinarodna konferencia o ETICS 20.11.2025

konstrukcia steny

Stavat zodpovedne.



PARAPET

sto

Stavat zodpovedne.

Vytvorenie poistnej hydroizolacnej vrstvy pod parapetnym plechom/doskou

17

~Eln

Upozornenie: utesnenie a upevnenie
okna podla (dajov vyrobcu okien.

6

(T\f

z5°

* Sto-Fensterbankband

3-5em

tesniaca $karovacia hmota podla
technického listu s profilom
Sto-Hinterfiillprofil, vyhotovenie podla
smernice IVD

Sto-Fugendichtband podfa technického
listu

Lepidlo StoColl Fix naniest v pruhoch v
smere spadu. Parapet nalepit v spade.

Druh( droven tesnenia realizovat podla

smernice RAL pomocou vyrobkov
StoFlexyl a StoGuard Mesh,

Lepidlo StoColl Fix naniest v pruhoch v

smere spadu. Parapet nalepit v spade.

—— systémovy parapet Sto

Druht aroven tesnenia realizovat podla smemice

—— RAL pomocou vyrobkov StoFlexyl a StoGuard

Mesh.

O O (T[T rl‘“ﬁ“_‘

/

prip. medzinater

konétrukcia steny

Il.Medzinarodna konferencia o ETICS
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PARAPET sto

Poistna hydroizola¢na vrstva vytvorena 1-komp.tekutou hydroizolaénou hmotou
StoSeal L 110 a samolepiacou sietovinou StoGuard Mesh

Stavat zodpovedne.
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PARAPET

sto

Stavat zodpovedne.

Poistna hydroizolacna vrstva vytvorena prefabrikovanymi prvkami StoFentra Guard
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Ochrana najzranitelnejSich casti stavby pred vodou sto

Stavat zodpovedne.

PRESTUPUJUCI PRVOK CEZ FASADU ATIKA

PARAPET

N
SOKEL
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SOKEL

Stavat zodpovedne.
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SOKEL

Poistna hydroizola¢na vrstva ako ochrana
soklovej Casti ETICS

22

sto

Stavat zodpovedne.

Kontaktny zateplovaci systém & ron BIS0601
Sokel (vertikalny rez): oblast spodnej a ostrekove] vody Sohask
GEN-0100

lepidlo

izolagna doska

vystuzena armovacia stierka

prip. medzinater

Naniest vrchni omietku a pripadne nater.
hydroizolacia podla DIN 18195

Naniest StoFlexyl celoploine ako lepidlo.
Alternativne pouzif lepidlo podfa technického listu.

Sto-Sockelplatte zabudovat min. 30 cm nad droven
terénu

Prip. naniest soklovy nater min. 30 cm nad drovei
terénu.

Naniest StoFlexyl ako husty nater v dvoch vrstvach
min. 5 ¢cm nad droven terénu

chranny pas proti ostrekujicej vode (ochrannj
pas proti dazdove] vode) s drenazou podla DIN
4095
ochranna vrstva (napr. nopova folia kasirovana
netkanou textiliou)

alternativa: Sto-Putzabschlussprofil

Il.Medzinarodna konferencia o ETICS

20.11.2025



SOKEL

Pouzitie 2-komp.poistnej hydroizolacnej hmoty StoFlexyl

Kontaktny zateplovaci systém

Sokel (vertikalny rez): oblast spadne] a ostrekove] vody s doskou Sto-Sackelplatte
a s perimetrickou izolaciou i na stavbe, zvy3ena ochrana proti
vihkosti

€ rev. 2015-06-01
Sto-HQ-SK

GEN-0111

Kontaktny zateplovaci systém

Sokel (vertikalny rez): napojenie oblast s ostrekavou vodou s naslapnou vrstvou

€ rev.2015-06-01
Sto-HQ-SK

Stavat zodpovedne.

zrealizovanou na stavbe pri sanacii starého objektu

GEN-0140

lepidlo
izola¢na doska
vystuzena armovacia stierka

prip. medzingter

terénu.

terénu.

min. 5 ¢m nad Groveii terénu_

4095

}— hydroizoldcia podfa DIN 18195

netkanou textiliou)

Sto-Perimeterplatte XPS)

Naniest StoFlexyl celoplozne ako lepidlo
Alterativne pouzit lepidlo podla technicksha listu

Naniest wrchnd omietku a pripadne nater.

Sto-Sockelplatte zabudovat min. 30 cm nad drover
Prip. naniest soklovy nter min. 30 <m nad droven

Naniest Stolexyl ako husty nater v dvoch vrstvach

echranny pas proti ostrekujicej vode (ochrannj
pas proti dazdovej vode) s drendzou podla DIN

ochranna vrstva (napr. nopova félia kairovana

Perimeter - soklova izolaéna doska (napr.

steny

pbvodnaluzatvéracia omietka,
skontrolovat vhodnost lepidla

lepidlo
izolazna doska

wystuzena armovacia stierka

Naniest StoFlexyl celoplasne ako lepidlo.
Altemativne pouit lepidlo podla
technického listu.

Sta-Sockelplatte zabudovat min. 30 cm
nad uroven terénu.

Naniest StoFlexyl ako vystuzend
podkladovi omietku min. 30 cm nad
rove terénu

prip. medzinater
Naniest vrchnii omistku a pripadne nter

Vytvorif zaobleny prechod z hmoty
StaFlexyl.

Upozomenie: dbat na dastatoénj spad

spad

Naniest vrchnu omietku a pripadne nater.

-30am

Kontaktny zateplovaci systém

Sokel (vertikalny rez): napojenie na schadiskovy stupen

€ rev.2015-06-01
StoHQSK

GEN-0141
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iz steny

lepidlo
izolatna doska

vystuzend armovacia stierka

acia podfa DIN 18135

Naniest vrchnii omietku a pripadne nter

Naniest StoFlexyl celoploine ako
Sto-Sockelplatte

vystuzena armovacia stierka

od schodiskousho stupfia

nad droven terénu.

Naniest StoFlexyl celoplosne ake

Alternativne pou3it lepidlo podla
technicksho listu.

izolacna doska z XPS, d =5 cm

Vrchnd omietku naniest s adstupom 5 cm

Prip. naniest soklovy nater min. 30 cm

Naniest StoFlexyl ako husty niter v dvoch
vrstvach min. 10 cm nad droven terénu.

Deliaci pis prip. dodatocne prerezat,

lepidlo.

- 30cm

lepidlo.

Il.Medzinarodna konferencia o ETICS 20.11.2025




SOKEL sto

Pouzitie 2-komp.poistnej hydroizolacnej hmoty StoFlexyl

Stavat zodpovedne.

- ako lepiaca hmota e E— )

- ako stierkova hmota vystuznej vrstvy Q -

- ako poistny hydroizolacny nater
vystuznej vrstvy

o
et
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SOKEL sto

Pouzitie 1-komp.kombinovanej malty s integrovanou ochranou proti vihkosti
StoLevell SW plus

Stavat zodpovedne.

- ako lepiaca hmota

- ako stierkova hmota vystuznej vrstvy

- ako filcovatefna kone¢na povrchova
Uprava
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Dakujem za pozornost.

Sto Slovensko, s.r.o.
Ing. Andrej ValcharcCiak
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